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CR 027 PTC Fan Heater 400 - 650W

Semiconductor fan heaters prevent the formation of condensa-
tion and ensure an even temperature in enclosures. The inte-
grated thermostat is used to set the desired temperature.

 Compact fan heater
 Heating power adjusts to ambient temperature
 Integrated adjustable thermostat
 Built-in overheat protection
 DIN rail mountable

Part No.
Heating capacity¹

(@50hz)
Heating capacity¹

(@60hz)
Operating
voltage

Max inrush Air flow, free blowing
Therm setting

range
Weight

(approx)

EHCR027550C220V 475W 550W 220-240VAC 11.0A 20 cfm (35m³/h) 0 to 60ºC 2.0 lbs

EHCR027650C220V 550W 650W 220-240VAC 13.0A 26 cfm (45m³/h) 0 to 60ºC 2.4 lbs

EHCR027550F100V 400W 550W 100-120VAC 14.0A 20 cfm (35m³/h) 32 to 140ºF 2.0 lbs

EHCR027650F100V 510W 650W 100-120VAC 15.0A 26 cfm (45m³/h) 32 to 140ºF 2.4 lbs

¹ at 68ºF (20ºC) ambient temperature

Technical Data

Heating element PTC resistor - temperature limiting

Overheat protection built-in temperature limiter

Axial fan, ball bearing service life 50,000h at 77ºF (25ºC)

Air flow, free blowing see table below

Connection 2-pole terminal AWG 14 max. (2.5mm²), torque 0.8Nm max.

Housing plastic, UL 94V-0, light grey

Function control light LED

Mounting clip for 35mm DIN rail, EN 60 715

Mounting position vertical

Operating/Storage temp -49 to +158ºF (-45 to +70ºC)
Dimensions 6.5x3.94x5.0" (165x100x128mm)

Protection class II (double insulated)

Protection type IP20

Approvals UL File No. E204590









MAXIMUM ENCLOSURE VOLUME

15 Cubic Feet

1002-LPS-CI
1002-WPSA-CI

1012-CI

1002-WPS-CI

2002-STD-IB

2002-STD-CI
2002-SA-CI
2002-FA-CI

1002-LPS-CI
1002-WPSA-CI

1012-CI

1002-WPS-CI

75 Cubic Feet

1003-LPS-CI
1003-WPSA-CI

1003-WPS-CI

2003-STD-IB

2003-STD-CI
2003-SA-CI
2003-FA-CI

1003-LPS-CI
1003-WPSA-CI

1003-WPS-CI

  APPLICATION INFORMATION

 Type     Div.     Group      Equipment

A-D General
Purpose

Z 2

C & D General
Purpose

B-D General
Purpose

X 1

C & D General
Purpose

A-D Division
2

Y 1

C & D Division
2

2 Cubic Feet

1001A-LPS-CI
1001A-WPSA-CI

1011-CI
11-LPS-CI

11-WPSA-CI
1001A-WPS-CI

11-WPS-CI

2001A-STD-IB

2001A-STD-CI

1001A-LPS-CI
1001A-WPSA-CI

1011-CI
11-LPS-CI

11-WPSA-CI

1001A-WPS-CI
11-WPS-CI

CLASS I APPLICATIONS   per NFPA 496   (3000 & 4000 Series also Cenelec and IEC approved)

200 Cubic Feet

1004-LPS-CI
1004-WPSA-CI

1004-WPS-CI

2004-STD-IB

2004-STD-CI
2004-SA-CI
2004-FA-CI

1004-LPS-CI
1004-WPSA-CI

1004-WPS-CI

450 Cubic Feet

1005-LPS-CI
1005-WPSA-CI

1005-WPS-CI

2005-STD-IB

2005-STD-CI
2005-SA-CI
2005-FA-CI

1005-LPS-CI
1005-WPSA-CI

1005-WPS-CI

250 Cubic Feet

3004-LPS-CI
3004-WPSA-CI

3004-WPS-CI

4004-STD-CI
4004-SA-CI
4004-FA-CI

4004-STD-CI
4004-SA-CI
4004-FA-CI

3004-LPS-CI
3004-WPSA-CI

3004-WPS-CI

EPS® Division Quick Start*  System & Vent Selection Guide

MAXIMUM ENCLOSURE VOLUME

50 Cubic Feet

1001B-LPS-CII
1001B-WPS-CII

2001B-STD-CII

1001B-LPS-CII
1001B-WPS-CII

250 Cubic Feet

1001C-LPS-CII
1001C-WPS-CII

2001C-STD-CII

1001C-LPS-CII
1001C-WPS-CII

APPLICATION INFORMATION

Type    Div.    Group      Equipment

Z 2 F & G
General
Purpose

X 1 E-G General
Purpose

Y 1 F & G
Division

2

10 Cubic Feet

1001A-LPS-CII
1001A-WPS-CII

1011-CII
11-LPS-CII
11-WPS-CII

2001A-STD-CII

1001A-LPS-CII
1001A-WPS-CII

11-LPS-CII
11-WPS-CII

CLASS II APPLICATIONS (per NFPA 496)
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NOTES
APPLICATION INFORMATION
Division & Group columns indicate rating of
surrounding atmosphere. Equipment column
indicates rating of equipment to be protected.
MAXIMUM ENCLOSURE VOLUME
Columns indicate maximum volume of
enclosure(s) to be protected, not excluding
any consumed volumes.
SYSTEM SELECTION
Multiple model number listings within single
cube indicate range of choices.

Type Y & Z System Model Numbers:
LPS indicates Less Pressure Switch
WPS indicates With Pressure Switch
WPSA indicates With Pressure Switch Gr.
A-D

Type X System Model Numbers:
STD indicates Standard
SA indicates Semi-Automatic
FA indicates Fully Automatic
VENT SELECTION
System Model #: locate selected system
in "Vent Required" or "Vent Optional"
column.
Vent Model: indicates required/optional
vent for selected system.
SCFH: Normal SCFH measured with
enclosure pressure @ 3" of water  Max
SCFH measured @ 7"of water.

VENT COMPATIBILITY & FLOW RATE

11, 1011, 1001A & 2001A EPV-1 568 1044

1012, 1002 & 2002 EPV-2 685 1202

1003, 2003 & 3003 1001B & 2001B EPV-3 1143 1971

4003 EPV-3-SM 1143 1971

1004 & 2004 1001C & 2001C EPV-4 2510 4387

4004 EPV-4-SM 2510 4387

1005 & 2005 EPV-5 4280 4479

VENT REQUIRED* VENT OPTIONAL** MODEL NORMAL  MAX

SYSTEM MODEL # VENT SCFH

*REQUIRED USE INDICATES RAPID EXCHANGE  SYSTEMS WHICH REQUIRE A VENT FOR PROPER OPERATION
**OPTIONAL USE INDICATES SYSTEMS WHICH REQUIRE A VENT OR REDUNDANT SUPPLY REGULATOR
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EPS® Division Bulletin Number QSG-R3.0
11/03

90 Cubic Feet

3003-LPS-CI
3003-WPSA-CI

3003-WPS-CI

4003-STD-CI
4003-SA-CI
4003-FA-CI

4003-STD-CI
4003-SA-CI
4003-FA-CI

3003-LPS-CI
3003-WPSA-CI

3003-WPS-CI

BEBCO EPS
Pepperl+Fuchs®Inc. • 1600 Enterprise Parkway • Twinsburg, Ohio 44087-2245 • www.bebcoeps.com
Telephone (330) 486-0002 • FAX (330) 425-4607 • E-Mail: sales@us.pepperl-fuchs.com



For 20 years ISC has offered thermal management products for         
electrical enclosures designed to meet the most exacting specifications. 
We stock many of the items that OEM's integrate into their projects 
including Air Conditioners, Vortex Coolers, Filtered Fan Packages, 
Heat Exchangers, Thermoelectric Coolers, Enclosures, and many    
Specialty Products. 

What sets us apart from other suppliers is our commitment to           
customers. During normal business hours you will always speak with a 
well trained technical advisor that understands your application. We 
stock a large selection of standard items for quick ship, and price them 
competitively. Our custom products have the best lead times available. 
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