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REVISION HISTORY

REV DESCRIPTION DATE APPROVED

INSTALLATION TEMPLATE

NE020
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TO
P
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O .2196x
6X 10-32 X 1/2 BOLTS FAR SIDE
(FROM INSIDE ENCLOSURE)
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LOCATE DESIRED ELEVATION

LOCATE HOLES AND CUTOUTS.

DRILL HOLES AND CUT OUT VENTILATION HOLES

APPLY GASKET TO MOUNTING FACE OF UNIT.

BEGINNING AT THE TOP FASTEN AIR CONDITIONER FROM INSIDE ENCLOSURE
WITH 6 X 10-32 HEX HEAD BOLTS (1/2" LONG SUPPLIED FOR UP TO 12 GA.
ENCLOSURES)

INSTALLATION TEMPLATE
1:1

Print scale may vary from printer to
printer.

Installer is responsible for final
placement.
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CUTOUT TEMPLATE

BEFORE USING 
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DWG NO

NE INSTALLATION GUIDE

NE SERIES INSTALLATION
Capacities Indicated
CS020   2000 BTU/H
NE020  2000 BTU/H
NE030  3000 BTU/H
NE040  4000 BTU/H
NE050  5000 BTU/H
NE060  6000 BTU/H
NE080  8000 BTU/H

FILE NAME: NE Installation, NE020-080.dft

SHEET 1 OF 2

THIS SHOWS NE020, NE030 AND
NE040 TILTED ABOUT 2 INCHES, 
MAXIMUM PERMISSIBLE ALSO
FOR NE050, NE060 AND NE080
AND STILL ALLOW EASY HANG
HOOKS TO GRIP ENCLOSURE.
CS020 SHOULD BE LIMITED

TO 1.5 INCH

2.00 MAX
NE020-NE080
CS020 1.5 MAX

PLACE THE TEMPLATE
WHERE THE AIR 
CONDITIONER IS

DESIRED. 
CUT AND DRILL 

OPENINGS AND HOLES.

THIS INSTALLATION GUIDE APPLIES TO 

NE020, NE030, NE040 (THESE 3 SHOWN), 

CS020, NE050, NE060 AND NE080
(THE LATTER 4 USE THE SAME

PROCESS SHOWN).
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NE INSTALLATION GUIDE

NE SERIES INSTALLATION
Capacities Indicated
CS020   2000 BTU/H
NE020  2000 BTU/H
NE030  3000 BTU/H
NE040  4000 BTU/H
NE050  5000 BTU/H
NE060  6000 BTU/H
NE080  8000 BTU/H
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SHEET 2 OF 2

A

DETAIL A

VIEWED FROM FROM INSIDE ENCLOSURE
AIR CONDITIONER IS SHOWN TILTED 2".

THIS "EASY HANG HOOK" MAY BE USED
TO BUMP THE CUTOUT TO FEEL THE
CORRECT POSITION FOR INSTALLING

THE AIR CONDITIONER.

2 INCH MAXIMUM TILT IS PERMISSIBLE
TO HANG THE UNIT AND GRAB THE

EASY HANG HOOKS.

.250-20 HEX HEAD BOLTS
LOCK WASHER AND WASHER

SUPPLIED.

ELECTRIC FEATURES
FOR NE020-030-040
ARE OUTSIDE THE
OTHER HOOK.
USE CAUTION
DURING INSTALLATION
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